FA-143 GLASS LENS
ALUMINUM LANTERN

The FA-143 Lantern is a rugged, dependable,
heavy weight, signal lantern with a 200mm
omni-directional molded glass fresnel lens and
cast aluminum housing with watertight con-
struction and shock mounted components.
The FA-143 can withstand the most severe
environmental conditions.

These lanterns are particularly appropriate for:

* Piers/Jetty lights in the splash
zone,

* Bridge Lights
* Buoys in exposed to rough seas.

* Remote sites where vandalism is
problem.

* Areas where ice is encountered.

* High wattage, fixed or occulting
lamps to 150 watts continuous.

* Areas of solvent vapors.

= Applications where high FA-143078 MARINE BEACON
temperatures are encountered,

such as flare stacks and chimneys.

Automatic Power, FLASHCHAMGERS® avail-
able with the FA-143 provided unfailing light
during long unattended service periods. The
Flashchanger automatically places a new lamp
at the focal center of the lens when the
operating lamp burns out. It operates on DC
voltages but an internally mounted AC-DC
power supply is available to operate from an
AC source. Flashchangers can be easily ser-
viced without disconnecting internal wiring.
They will provide coded flash characteristics
as required.

The FA-143 Lantern may be operated contin-
uously, or a sun switch may be installed so that
the light operates only during hours of
darkness. The sun switch will conserve battery
energy and extend the service period of bat-
teries and lamps by approximately 45%.
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