FA-249 — 155mm Marine Lantern

The FA-249 marine lantern is a rugged, com-
pact, lightweight signal lantern for buoys, fix-
ed platforms, barges, low-powered warning
lights and other uses.

An outstanding feature is the highly-effi-
cient fresnel-type acrylic optical system. The
candlepower output of this lens exceeds that
of conventional pressed glass lenses. The
exceptional efficiency stems from the ex-
treme accuracy of the lens mold.

Acrylic also has better optical characteris-
tics and higher light transmission. Years of
exposure have proven this to be a stable lens
material. Acrylic lenses for the FA-249 are
available in clear, red, green, or yellow.

A bird spike is part of the molded lens. A
catadioptric lens is available and can be
mounted in the inside top of the primary lens
and serves to concentrate light in a horizon-
tal beam while remaining visible from above.
This will add 5% to the effective intensity of
the lantern.

The polycarbonate plastic base is virtually
unbreakable. It houses the flasher andfor
other electronic or electrical mechanisms. A
bracket on which the flasher and lampchang-
er are mounted is secured to the inside of the
base section. Three 3" threaded taps in the
base provide outlets for the electrical con-
nection and the sun switch. The lampchang-
er, with lamps, projects into the upper sec-
tion which supports the 360° acrylic lens.

Automatic Power lampchangers available
with the FA-249 provide unfailing light during
long unattended service periods. The lamp-
changer automatically places a new lamp at
the focal center of the lens when the oper-
ating lamp burns out. It operates on AC or DC
voltages. Lampchangers can be easily serv-

iced without disconnecting internal wiring. Standard lanterns are Factory Mutual ap-

Automatic Power timers will provide cod- proved. Class I Division 2 rated lanterns are
ed flash characteristics as required. available.

The FA-249 lantern may be operated con-
tinuously, or a sun switch may be installed
so that the light operates only during hours
of darkness. The sun switch will conserve
battery energy and extend the service period
of batteries and lamps by approximately
45%.
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