PR-500 HIGH INTENSITY BEACON

3/4 MILLION CANDELAS

25 MILE RANGE

The PR-500 will provide a 25 nautical mile
nightime signal range when equipped with
3000 watts of quartz lamps. The daytime
range is over 6 miles. It is ideally suited for
use as a beacon for a major lighthouse,
range lights, marine traffic control and
signaling in the daytime or during periods
of reduced visibility.

The beacon is furnished with a two place
automatic lampchanger. The quartz lamps
have a rated life of 2000 hours making it
possible to obtain up to 1 year of unattended
operation.

A parabolic reflector of highly polished
anodized aluminum is housed within a
weatherproof anodized aluminum enclosure.
All hardware is stainless steel suitable
for exposed marine locations.

The beacon is furnished complete with the
automatic two place lampchanger, solid
state lamp flasher, and daylight control. Pro-
visions are made for remote control, lamp-
out monitoring, and synchronizing several
beacons to flash in unison. Optional red,
green andlor yellow external screens may be
added to provide color selection.

The horizontal coverage is +45° to 50% of
peak intensity. Multiple beacons can be
used to provide 180, 270 or 360° horizontal
coverage. The verticle divergence is =0.7°
to 50% of peak intensity.

The solid state controller with the flasher,
monitor circuits and daylight control is
enclosed in a weatherproof fiberglass hous-
ing and mounted on the side of the beacon.
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